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FOREWORD .

This investigation was performed for the St. Louis District, U.S. Army Corps of
Engineers, under Inter-Army Order FAD ED81.69. The work was cenducted by the U.S.
. Army Construction Engineering Research Laboratory (CERL). Engineering and Materials
. Division (EM), in conjunction with the University of Illinois at Urbana-Champaign
) (UIUC), Department of Civil Engineering. Mr. John Jaeger. St. Louis District. served as
project monitor for this investigation.

COL Paul J. Theuer is Commander of CERL, and Dr. L. R. Shaffer is Technical
Director. Dr. J. C. Liebman is Head of the Department of Civil Engineering at UIUC, and
Dr. R. Quattrone is Chief, CERL-EM.
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FIXITY OF MEMBERS EMBEDDED IN
CONCRETE

1 NTRODUCTION

Background

The Corps of Engineers designs and constructs many
concrete structures with pile foundations such as locks.
dams, pumping stations, bridges, and  Noodwalls.
Structural piles (steel, concrete, or timber) are used 1o
transter the horizontal und vertical loadings on these
structures to soil layers which can provide adequate
support. The degree of fixity of the piles is an im-
portant assumption in the analysis and design of the
pile groups that support the structures. For instance.
elastic solutions for a pile subjected to lateral load and
moment forces indicate that a structure loaded hori-
zontally will deflect approximatelv one-quarter te one-
haif as much for piles that are fully fixed at the base of
the structure as opposed to piles that are simply pinned
to the base of the structure.! For concrete structures
founded on piles, the resistance to lateral forces
depends on the degree of fixity of the embedded piles
and the complex interaction of the piles with the
surrounding soil. For example, piles embedded a
limited depth will resist only shear and axial loads;
piles embedded an adequate depth will resist moments,
shears, and axiul loads and significantly reduce the
lateral deflections for the structure.

Pile foundations represent a considerable portion of
the total cost of a structure founded on piles. Conse-
quently, the length of pile embedment required to de-
velop a condition of full fixity has a significant impact
on the cost of the pile foundation and ultimately the
cost of the structure. Corps-wide, this cost could be in
the millions of dollars.

A “rule of thumb™ is commonly used in the design
for steel HP shape piles for determining embedment
length. An embedment of 1 ft or less into the concrete
structure is considered pinned, a 1- to 2-ft embedment
is considered partially fixed. and a 4-ft embedment is
considered fully fixed. However, there are no known
theoretical or experimental data that support these as-
sumptions. For some structures, it is desirable to fully

YH. . Poulos and I H. Davis. flastic Solutions tor Soil
and Rock Mechanics (John Wiley and Sons, Inc., 1974).

fix the piles to limit deflection. A considerable amount
of theoretical und experimental research is availuble to
define the load trunsfer mechanism tor a pile em-
bedded in the soil below the pile cap: however, there
appears to be little data available to define the load
transtfer mechanism for the portion embedded in the
concrete pile cap.

At the request of the St. Louis District. U.S. Army
Corps of Engincers, a two-part study was performed to
develop relationships between the degree of fixity and
the pile embedment length. The studies were per-
formed through a joint effort of the U.S. Army Con-
struction Engineering Re: v Laboratory (CERL)
and the University of II' s at Urbana-Champuign
(UIUC). Department of Cit *sineering.

Objective

The objective of the , & research is to deter-
mine the pile embedment .. .qth required to provide
reasonable assurance that a condition of full fixity
exists for the pile embedded in the base of the
structure and that acceptable stresses created by the
moment developed in the restrained condition are
transterred trom the pile 10 the concrete cap and vice
versa.

Approach

CERL and UTUC examined the tixity ot embedded
piles through the use of computer models. UTUC used
cap-member-soil models i its analysis; CERL ex-
amined the structural integrity ot piles using cap-
member models. Parameters and ranges used in these
studies were developed by CERL and coordinated with

the St. Louis District. A more detailed explanation of

the approach used in these studies is provided in the
following chapter on methodology.

2 METHODOLOGY

The problem of what pile length will ensure full
fixity is analogous to a beam-column connection which
is usually assumed to be perfectly rigid. But if a more
precise determinativn of the deflections is made. con-
sidering deformation of the joint, the angles cxisting
between connecting members at the joints will not he
preserved. Likewise for steel piles embedded in a con-
crete cap: the angle between the pile and concrete cap
will not be maintained after loading has been applied
to the structure due to the deformability und degrada-
tion of the materials involved. especially the concrete.
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Analytical studies were performied by CERL and
UIUC using models of the cap-member system and the
cap-member-soil system. These studies were initially
conducted using the parameters and ranges presented
in Table | and diagrammed in Figure 1. These parame-
ters and ranges were developed by CERL in conjunc-
tion with the St. Louis District betore this investigation
began. Preliminary results from both the CERL and the
UIUC studies using these parameters indicated, how-
ever, that an embedment length of approximately
twice the diameter or depth of the pile was adequate to
develop a condition approximating full fixity. The St.
Louis District, theretore, requested CERL and UIUC 10
investigate the behavior of HP 14X117 and HP 14X73
steel piles with 2-ft und 3-tt embedments in a concrete
cap and subjected to the typical design loadings condi-
tions presented in Table 2 and Figure 2.

Cap-Member-Soil Model

UIUC represented the concrete cap-pile-soil system
as a Winkler model. i.e.. the pile was supported by a
series of independent springs.? Springs with linear load-
deformation characteristics represented the concrete
cap, and springs with nonlinear characteristics repre-
sented the soil. The pile was assumed to be linearly
elastic. Variations of the significant parameters were in-
vestigated to study the relationships among tie degree

L. C. Reese, “Laterally Loaded Piles: Program Documen-
tation,” ASCE Proceedings, Vol 103, No. GT4 (April 1977),
pp. 287-3058

¢ 31050

Table 1
Model Parameters and Ranges

Parameter

Member Spacing
Member Fmbedment
Cap Thickness

Member Contiguration (D)
Circular
ol

Modulus ot Flasticity
Concrete
Steel

Poisson’s Ratio
Concrete
Steel
Soil

Soil Subgrade Reaction
Sands
Clays

Suil Embedment Length

*D designates member diameter or depth depending on mem-

ber configuration.

Range

3t SD*
114D
6 to 10D

1o 24 m oan d
10 100 14« 130

It 510" pa
296 5 10" pa

0.15 10 0.20
0.2

C1lto0.5

’

4 to 56 tons/cu 1t
S0 to 200 tons/eu 11
20 to 60 t1

P

.

RS S o |

of fixity of the pile, the pile embedment length in the
concrete cap. and the interaction of the pile with the
surroninding soil. UIUC used the computer program
COM 622 to perform the calculaiions for the cup-
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Figure 1. Model parameters and ranges.
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Table 2
Typical Design Loadings for HP 14X73 and HP 14X117 Piles

F, F, F, K, E, F,
(kips) (kips) (kips) (in.-kips) (in.-kips) (in.-kips)
NORMAL OPERATING

Pinned HP 14X73 np, - .017 kips/cu in. 1.3 6.4 125 0 0 1]
Lind HP 14X117 np = .003 0 0 188 {] () 0

Fixed HP 14X73 np = .001 28 0 191 0 29§ 0
kEnd HP 14X117 np, = .001 2.2 0 138 0 260 0

NORMAL OPERATING

(0.1 g E.Q)

Pinned HP 14X73 np =.027 ~26 1.7 123 0 0 0
End  HP14X117 ny = .03 22 1 2 0 0 0

Fixed HP14X73 np =.03 18 0 228 954 0
End HP 14X117 np, = .03 15 0 142 0 913 0

o

member-soil model.> The program was modified to To minimize computer costs and to produce results
model the embedment of the pile in the concrete cap. that were readily comparable with the UIUC results.
To accurately represent the different soil conditions it only two-dimensional linear and nonlinear models of

was necessary to determine soil spring constants for
sands and clays of various strengths and limit pressures.
Spring constants were also determined for the concrete
cap section of the model.

The relationships among the parameters were analy- |
zed for various values of soil stiffness. pile embedment 4
length, pile type. and shear force at the interface be-
tween the soil and the cap.

Cap-Member Model
CERL analyzed the problem from a purely struc-
tural standpoint. Finite element models of the pile

embedded in the concrete cap were assembled without 6
consideration of the underlying soil material. Varia-
tions of the significant parameters were investigated in 3

an effort to determine guidance on the length of pile
embedment required to produce a condition approxi-
mating full fixity.

A general purpose computer program, ANSYS, was

e . :
AU PO

used to analyze the embedment-fixity problem. \
ANSYS is a large-scale finite elements program that can V '
analyze two-dimensioniz] and three-dimensional linear
or nonlinear models under static and dynamic condi- o
tions, and small or large displacements.* e
\]
e
—————— AR
3Reese. pp 287-305. ',_i‘
SANSYS User's Manual Revision 3 (Swanson Analysis Sys- Figure 2. Design loadings tfor HP 14X73 und HP ==
tems, Inc., Houston, Pennsylvania, 1977). 14X117 piles. ~.:-i
3y =
e
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the cap-member system were analyzed. Dimensions for
the two-dimensional models were based »n the ranges
in Table 1 and equal orthogonal spacing ot the mem-
bers was assumed. The finite element used in the two-
dimensional linear models was STIF 42, a general
purpose element for modeling solid structures. The
element was used in a biaxial plane strain state. The
element is defined by touvr nodal points, cach having
two degrees of freedom  translations in the nodal x
and y directions. For the two-dimensional nonlinear
models. the STIF 42 element was also used: however,
the flanges of the pile were modeled with a plane bar
element, STIF 1. The interface between the pile sec-
tion and the concrete cap was modeled with a two-
dimensional interface element. STIF 12. The interface
element represents two plane surfaces which may main-
tain or break physical contact and which may shde
relative to each other. The element is capable of sup-
porting only compressive forces in the direction nor-
mal to its surfaces, and shear (Coulomb friction) in its
tangential direction. The element has two degrees of
freedom at each node translations in the nodal x and
y directions. The input properties required to repre-
sent the model’s materials characteristics were the
modulus of elasticity, Poisson’s ratio, coefficient of
friction, and shear modulus.

The measure of pile fixity is based on rotational
response ot the embedded pile section at the concrete
cap face. Since the ANSYS STIF 42 element provides
only displacements at its nodal points, a procedure was
developed to interrogate the ANSYS displacement re-
sults and obtain displacement values for selected nodes.
These displacements were then used to compute the
required rotational values at the cap face for the
various cases analyzed.

3 cAP-MEMBER-SOIL MODELS

Introduction

In the UIUC analytical study, the degree of fixity of
the pile embedded in a concrete cap and the underlying
soil was analyzed as two independent pile sections, i.e.,
one in the cap and the other in the soil. The concrete
cap was modeled as springs with lincar load-deforma-
tion characteristics. and the soil was represented by
springs with elastic-plastic load-deformation charac-
teristics, The pile was assumed to be linearly elastic.
UIUC modified the COM 622 computer program to
perform the analysis.

Method of Analysis

Original Method

The COM 622 program was modified to solve the
problem of a beam resting on a nonlincar Winkler's
foundation with a finite difference numerical scheme
The boundary conditions (four conditions are required
to solve the problem) are preprogrammed at the tip ot
the pile and are input-dependent at the head of the pile
(soil-cap interface).

The conditions of zero moment and zero sheuar at
the tip of the pile are preprogrammed in COM 622, A
the head of the pile. the input boundary conditions cun
be shear and moment, shear and slope, or shear and
ratio of moment to slope (rotational spring constant),

Modified Method

The approach taken by UIUC consists of a two-step
iterative scheme which was used because only one of
the two boundary conditions at the head of the pile
was known. The full pile is modeled in the cap and in
the soil as two independent pile sections, The analysis
is carried out for each section separately. The head of
cach pile section begins at the soil-cap interface. ltera-
tions are performed until the continuity of boundary
conditions at the soil-cap interface is achieved.

A complete iterative cycle consists of the following
steps:

Step one: Analysis of pile section in concrete cap.

(a) Assign moment: the moment is assumed to be
zero at the head of the pile for the first iteration. For
the second iteration. the moment assigned to the head
is the value computed in (d) below for the first itera-
tion. Note that the shear in the pile at the concrete soil
interface is a known value for the problem.

(b) Perform analysis: compute the slope of the cap-
pile section at the soil-cap interface for the value of the
assigned moment and shear from (a).

Step two: Analysis of pile section in soil.

(¢) Assign the slope computed in (b).

(d) Perform analysis: obtain the computed value of
moment in the soil-pile section at the soil-cap interface.

(¢) Compare the moment computed in (d) with the
moment assigned in (a). If the two values me not
within an acceptable tolerance, perform a new iterative

W:‘;W:;‘:“";T'W -y ‘ ‘_"\‘l




’.“4 ‘v A

et}
"_ "‘1
4

.’

e

' [}

» 'l -
P
‘a'l

LN

o

]
>

‘L"l./‘."‘.(‘:‘

s 1,8, 0,0,
. L] '
P P

1 ]
Sele

e = - j
AN DR RRR)
. R
. -'.". o ale &

cycle. Otherwise, the solution has been reached.
(Acceptable tolerance is reached when

Ml—M2

M, X 100

<1

where M, and M, are moments computed from cap-
pile and soil-pile analysis.)

The iterative procedure is automatic in the modified
version of the COM 622 computer program. A degree
of convergence acceptable for engineering purposes
was usually achieved within four cycles of iterations.

Soil and Concrete Parameters

For the solution to the problem of a laterally loaded
pile by the method used in the COM 622 computer
program, it is necessary to predict a set of load-defor-
mation curves (known as p-y curves) for each medium
(soil and concrete). Figure 3 shows the graphic defini-
tion of p and y and a typical set of p-y curves. The
following two sections deal with construction of p-y
curves for soil and concrete.

Soil Parameters

Sands and clays are the two soil types considered in
this study. For pressure levels below the limit pressure,
the stiffness values used are from Terzaghi.® The
method described below was used to establish limit
pressures for both sand and clay. Elastic-plastic p-y
curves were constructed for both sands and clays by
combining Terzaghi's recommendation for the elastic
portion and using the limit pressure calculations to
establish the upper limit of p.

The derivations and values retained for analysis are
shown in the following subsections. The soil coeffi-
cient (spring constant) characterizes the eclastic part
while the limit pressure describes the plastic region.

Evaluation of Soil Coefficients. Soil coefficients
were evaluated for sands, clays, and a typical design
situation using Terzaghi's recommendations.

1. Sands - The soil coefficient k for sands at a given
depth z below the surface depends on the width B of
the pile (measured at a right angle to the direction of
the displacement), the effective unit weight vy of the
sand, and the relative density of the sand. The modulus

K. Terzaghi. ‘“Evaluation of Coefficients of Subgrade
Reaction.” Geotechnique, Vol. 5, No. 4 (1955), pp 297-326.

of elasticity of the sand for a given depth / can be
defined as

E;=Xo,=Av¢

where A is a coefficient which depends only on the
density of the sand. and o, is the effective overburden
pressure at the depth 2.

The soil coetTicient for a vertical beam with width B
is determined by the relation between the contact pres-
sure p and the corresponding lateral displacement y of
the contact face. The theory of elasticity defines the
relation between p and y as

t, Ay

— v

1.35B 7 1.3

N
@~

p=y

Hence the soil coefficient:

and the load per unit length of the pile:
P=pB=nyzy

where the fuctor:

=733

The value of A ranges trom gbout 100 for very loose
sand and 2000 for dense sand. The average unit weight
of dry or moist sand is considered as y = 100 Ib.cu ft.
and the average effective unit weight of submerged
sand as ¥ = 60 Ib/cu ft. The values of ny, given in
Table 3 are consistent with these values of A, y. and ¥

2. Clays-For piles embedded in clays. the value of
the soil coefficient k increases approximately in simple
proportion to the unconfined compressive strength ot
the ciay (g, ). Table 4 shows the proposed value of soil
coefficients for piles embedded in clay.

Table 3
Values of n;, for Sands (tons/cu ft)
Sand Loose Medium Dense
np (dry or moist) 7 21 56
np (submerged) 4 14 34

[ '. 1
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Graphical Definition of Pand y

(a) Side View
(b) A-A, Earth Pressure Distribution
Prior to Laqteral Loading

(c) A-A, Earth Pressure Distribution
After Lateral Loading

(d) Setof P-y Curves

Figure 3. Graphical definition of pand y.
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Table 4
Sail Coefficients for Clays
Very
Clay Stiff Stiff Hard
qy (ton/sy t1) 1-2 2-4 4
k (tonfcu t1) 50 100 200

3. Typical design situation Under normal static
operation conditions, the soil was represented by a
very loose sand with n, = 0.001 kips/cuin. = 1 ton/cu
ft. Under normal dynamic operating conditions (0.1 ¢
earthquake acceleration), the soil was represented by a
medium dense sand with n, = 0.03 kips/cu in. = 26
tonsfcu ft.

Evaluation of Limit Pressures. The limit lateral pres-
sure on a pile undergoing lateral displacement is equal
to the difference between passive and active pressure.
Sandy soils were assumed to be fully submerged (y' =
buoyant unit weight). Clayey soils were assumed to
respond to an undrained loading condition (¢ = 0
analysis).

1. Sunds The limit load per unit length ol pile is
given by

e W PR eI A P e S N ST e DA AT R

Pz(Kp—KA)Y’ /B

where
Kp = coefficient of passive carth pressure = tan
(45° +0/2)
K = coefficient of active carth pressure = tan (435° -
— 0/:) :.-
¥ = buoyant unit weight = y,, v, = 60 Ib
cu ft ..
7 = depth ol
B = pile width. g‘

The ratio p/z = (Kp — K4)¥'B is a characteristic of
both soil and pile width. The limit elastic deformation
(ye) is computed from the expression

P=nyzy
which yields:

1
Ny

N

, o]
Yie = =(KP—KA)7B;1_'
h

The values of y),. for various types of sands and two
different piles (HP 14X73 and HP 14X117) are shown
in Table 5.

Table 5
Limit Elastic Deformation (y,.) for Sands
Sandy Very Medium
Soils Loose Loose Medium Dense Dense
Typical
Design
Situation X X
np (tons/cu ft) 0.864 4 14 26 34
 (deg) 30 30 37 40 45
Kp 3.0 3.0 4.0 4.6 5.83
KA 0.33 0.33 0.25 0.22 0.17
HP 14X117 .
b~ 14.9in. -
E abriny 1.38 1.38 1.95 2.27 2.93 T
y1e tin) 1.38 0.298 0.120 0.076 0.074 g
2
HP 14X73 o
b=14.6in. ;\
P abin) 1.35 1.35 1.91 2.22 287 -
¥je (i) 1.3 0.292 0.118 0.074 0.073 X
g
g
_ "~
*z measured in inches. e
.'-_l
15 -
]
- "‘

-
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2. Clays In an undrained loading condition (¢ =
0). the difference between passive and active pressure
(&) is equal to twice the unconfined compressive
strength, g,

A=24qy
The limit load per unit length of pile is given by
P= AB

where B is the pile width.

The limit clastic deflection, y, .. is computed from
the expression

P=Ky,.

or
P
Yie=g

or
Y|e=%B

Table 6 shows the values of y,. for various con-
sistencies of clays and for two different piles.

Figure 4 shows typical load-deformation curves (p-y
curves) for sands and clays.

Determination of Concrete Spring Constant
Two approaches were taken to evaluate the concrete
spring constant:

Py

Slope = ny-2

P=(kp-ky) y'28B

- Y

SAND

vv.‘; A MA A _‘r‘V‘v- e e AT E TN .-_‘.-_".’~_‘ ST ATl TV

Table 6
Limit Elastic Deformation (y,) for Clays
Clayey Very

Soils Stiff Stiff Hard

qy (ton/sg 1) | 2 3 dow,
but used In
analysis)

k (ton/cu f1) 50 100 200
HP 14X117
p (Ib/in.) 414 828 1.242
yie (in) 0.597 0.596 447
HP 14X73
p{ib/in) 406 811 1.217
yie (in) 0.585 0.584 0.438

1. Half-Space Solution -The equation yielding to
compression of the surface layer of an elastic half-
space under the centerline of a strip load was derived.
It is characterized by an influence coefficient, Iysg.

2. Elastic Layer over Rigid Base Solution- The nu-
merical solution to this problem, obtained by Poulos.®
is characterized by an influence coefficient, Iyp.

It was found that both coefficients, lyg and Ixp.
are approximately equal for a layer thickness at least
equal to a width and a half of the loaded area. In other
words, either solution can be used in evaluating the
concrete spring constant as long as the representative

6 . . . . .
"H. . Poulos, “‘Stresses and Displacements in an Elastic

Laycer Underlain by a Rough Rigid Base,” Gentechnigue, Vol
17, No. 4 (1967), pp 378-410.

Slope = Constant with Depth

Pz2zq, B

CLAY

Figure 4. Typical load-deformation curves (p-y curves) for sand: and clays.
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concrete thickness on either side of a pile is at least
equal to one and a half times the width of the pile. The
value Kg = 3084 Kkips/sq in. was selected for all the
analyses. It was computed for a ratio of concrete thick-
ness to pile width equal to 1.75 and was found to be
approximately equal to the average spring constant for
values of concrete thickness to pile width ratio ranging
from one to five.

Detailed computations of Kg for both approaches
are given in the following pages.

Half-Space Solution. Stresses in an elastic half-space
under a strip load are:”

o, = % [o + sina cos(a + 28)]

0, = % [a + sina cos(a + 28)]
-4
o, == va
- it

Ter = % [sina sin(a + 256)}

where g,. 6,. and 0, are normal stresses in x, y, and z
directions and 7,, is the shear stress acting in 2 direc-
tion on a plane normal to the x axis. Other variables in-
volved in the above equations are defined in Figure 5.
Strain in z direction can be defined as:

—_—

€,= E(O' = vg, —vo,)

On the strip centerline (x = 0) 0y, g,. 0,. 7y, simplify
as follows:

g, =ﬂ(a+sina)
™
q )

Oy =-T;(a—sma)
9
~q

gy = — W

y = e

Ty, =0

Substituting o, . 0,. and g, in the €, equation yields:

"Poulos and Davis (1974).

X YIS

-
20 _;
I l q/Unit Area q
— X -:i
3 Ka = Young's Modulus j
I v = Poisson's Ratio -4
(x,2)
Y: .
3
Figure 5. Elastic half-space under a strip load, gen- d
eralized solution.
l+vyg s .
€, 5 foc(1 = 2p) + sina]

From Figure 6, z can be written as

o 44
L-—dCOI;

<~

Vi 8 % 5 %2 %0 "

By differentiation

and infinitesimal settlement dw can be defined as

2a
l I s q/Unit Area
—~TIRRTRS - X
3
L a 8=

,-—

[N R

-—
N
LSS

=
a

Figure 6. Elastic half-space under a strip load, cen-
tralized solution.
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= -
"
S dw = ¢, de Table 7 s
AN Comparison Between -
.\f' Substituting €, and dz from the above equations, dw lus and Irg i
S can be written as L
{ m =3 Ins IRB B,
LAD — - ; s
dw = L1y Zladl = 2v) + sina] 1.0 1.23 1.36 "
e n E in? 2.0 111 1.20
o Sy 4.0 0.86 0.9
. 10.0 0.51 0.5 o
> Integration of dw between a« = 7 (2 = 0) and a, = '
2 Arc cot (m) yields: N
SN - -
L a v S
N w= " aw= L0 - )
4 - 2n E or .
1 o
SR a o .
- X [.’_a,cot%—4ln sin —j'—] —41n sin7'] | , -
- - ~ K - i 3
. $*T+w VO 20ym Arc Cot(m) + (I (vIn(l + m?) ."k
x'.:'. replacing a by L/m and simplifying, -
.\'-'.: The settlement of the surface layer of an elastic half -
A g1+ space can be expressed as -
Yot w=— L[(1 — 2») Arc cot (m)
Y n E -t
1 -2k, T
A 1= —In(l+m) W=7E s
A m E)
) ‘:,' 0 <’
’ -.: The equivalent spring constant, Kg, is where _':
\-'} 2qa Iys = (1 + )[(1 — 2v) Arc cot (m) '_
\ Ks =7 ! '
o +(l—v);ln(l+m2)] >
.{:‘_,' A
_\J" Elastic Layer over Rigid Base Solution. A numerical N
s solution for the problem of the settlement of a finite
p layer over a rigid base has been obtained by Poulos.® L
18 The solution can be expressed as .
\:_\ -
AN 1.4 2L, y
R w=—- lgp |
o nE "
1.2 ot
e v _A , - : . .
.0 - where Ig g is shown in Figure 7 in terms of m = L/a for
- a Poisson’s ratio of 0.2. Table 7 shows a comparison
T IRB o8 between Iyg and Igg for various m = L/a values. As .
'{: can be seen from the table, both methods predict very )
- o6 ( similar settlements of the layer under a strip load for e
e 04—~ m > 2.0. -
0.2 / Calculation of Concrete Spring Constant. Using the
o OL half-space solution. the spring constant Kg is given as L
o 01 02 03 Q4 05 , 4 b
o 20 15 10 Qa5 © Ke=298_2qL 7k 1
et I s w mw m lyg -
s — m R
o
.';_-' Figure 7. Plotof Igg intermsof m =4aandv =0.2. 8Poulos. pp 378-410.
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where
Igs = (1 + »)[(1 — 2v) Arc cot (m)

+(1 —u)#ln(l +m?)]

and

Il

& |

and concrete’s Young's modulus, from ACI:®
E(lb/sq in) = 57000 V{. (Ib/sq in)

using f; = 3000 lb/sq in., then E = 3122 kips/sq in.;
and concrete’s Poisson’s ratio

v=02

Thus, concrete spring constant Kg with m = 3.5 is
computed as

]HS =091

9ACI 31877, Building Code Requirements for Reinforced
Concrete (American Concrete Instituie (ACI| . June 1978).

Table 8
Computed Response to Typical Design Situations

Embedded
Length

Operation Soil Pile (in.)
Normal Very Loose HP 14X73 12
Static Sand 24
36
48
ny = 0.001 kip/cu in.  HP 14X117 12
= | ton/cu ft 24
36
48
Normal Medium HP 14X73 12
Dynamic Dense Sand 24
0.1y 36
Farthquake 48
np = 0.03 kip/cu in. HP 14X117 12
~ 26 ton/cu ft 24
36
48

-
-

S - L.
S n'"\"..'.'.‘.'.'.‘-‘.'.'.' - R .
S I N S R A I P I P O I - .

m(3122 1 ‘
Kg = T35 091 3084 ksi

Parametric Analysis

An analysis was performed to investigate the effect
of the following parameters on the degree of fixity of
the pile section:

1. Embedment length in the cap
2. Soil stiffness and soil type

3. Shear force at the interface between the soil and
cap

4. Pile stiffness.

Figures 8 and 9 show a typical analysis for specific
parameters. The analysis was performed for variation
of all the above parameters: the results are shown in
Figures 10 through 19 and Table 8.

Figures 10 through 19 depict the rotation of pile at
the soil-cap interface (©) versus the ratio of embed-
ment length in the cap to pile width (Le/B). As can be
scen from these figures, when Le/B is less than two, the
rotation of the pile increases. When Le/B is more than
two, the rotation of the pile reaches a minimum

Fixed End
Shear at Cap Computed Usual Design
Base of Cap  Displacement ~ Max. Moment Moment
(kips) (in.) (in.-kips) (in.-kips)
2.8 0.27 240 295
2.8 0.23 288
28 0.23 291 g
2.8 0.23 291 3
A
2.2 0.20 202 260 -
2.2 0.16 259 o
22 0.15 264 o
2.2 0.15 264
tq
I8 0.44 868 954 =
18 036 1.140
18 0.35 1.160 o
18 0.35 1,160 s
SN
15 0.26 608 913 o
15 0.21 949 ;
15 0.20 aR3 t‘_
15 0.20 985 L
» -‘a
M

“
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Figure 8. Typical moment and deflection curves for HP 14X117 pile with 12 in. embedment.
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Figure 9. Typical moment and deflection curves for HP 14X117 pile with 48 in. embedment.
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EFFECT OF Le/B RATIO ON PILE ROTATION
AT SOIL-CAP INTERFACE
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EFFECT OF Le/B RATIO ON PILE ROTATION
AT SOIL-CAP INTERFACE
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\ Figure 12. Effect of Le/Bratio on pile rotation at soil-cap interface. HP 14X73 pile with 15 kip shear at basc of cap.
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Figure 13. Lffect of Le/B ratio on pile rotation at soil-cap interface, HP 14X117 pile with 15 kap shear at base o
cap.
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Rotation of Pile ot Soil-Cap Interface, 8x10° (rod)

Figure 15. Effect of Le/B ratio on pile rotation at soil-cap interface. HP 14X117 pile in dense sand, ny, = 34 ton/

cu ft.
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Figure 16. Effect of Le/B ratio on pile rotation at soil-cap interface, HP 14X73 pile in stiff clay. k = 50 tons/cu f1
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Figure 18. Effect of Le/B ratio on pile rotation at soil-cap interface. various pile sections in medium dense sand
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constant value independent of Le/B which indicates
the fixed end condition is achieved.

Figures 10 through 13 show the effect of soil type
and soil stiftness. As the stiffness of soil increases, the
rotation of pile at the soil-cap interface decrcases for
a given value of Le/B. Figures 12 and 13 show that the
rotation of the pile is less tor clayey soil than sandy
soil for a given value of Le/B.

Figures 14 through 17 show the effect of shear
force at the interface between the soil and the cap. As
the shear force increases for a given value of Le/B, the
rotation of the pile at the soil-cap interface increases.

a)

HP pile section

b) shear stress distribytion

c) mmﬂ] oxial stress distribution

d)

bending stress distribution

Figure 20. Stress distribution in an HP pile section.

The effect of pile stiffness is depicted in Figures 18
and 19. In both figures various HP pile shapes are
examined. These two figures show that as the pile stir't-
ness increases the rotation of the pile at the soil-cap
interfuce decreases for a given value of Le/B.

Table ¥ lists the computed response for a typical de-
sign situation. In this table, shear at the base of the cap
was used as an input (from Table 2) to compute the
maximum moment and cap displacement. The analysis
was performed for 12 in., 24 in., 36 in.. and 48 in_ em-
bedment length, and two different piles. HP 14X73
and HP 14X117. The last column of the table shows
the fixed end design moments obtained from Table 2
in order to compare them with the computed maxi-
mum moments. It should be noted that the computed
moments for the 12 in. embedment length ranged from
61 to 83 percent of the computed moments for the 48
in. embedment length. This suggests that the “rule of
thumb™ commonly used in the design of HP piles. i.c..
an embedment length of 1 ft or less into the concrete
structure is considered pinned. may be unrealistic, and
that past pile foundations designed using 1 fi embed-
ment length for the pinned assumption may not really
be pinned, but partially fixed.

In the parametric analyses. a fixed-end condition
was achieved whenever the embedment length in the
pile head equaled or exceeded twice the depth of the
pile. This fixed-end condition occurs when the rotation
at the pile-cap interface reaches a maximum value inde-
pendent of any further increase in the embedment of
the pile.

4 cAP-MEMBER MODELS

Introduction

CERL analyzed the degree of fixity of the pile em-
bedded in a concrete cap from a purely structural
standpoint, without considering the underlying soil and
the interaction of the pile and the surrounding soil.
CERL investigated the behavior of steel HP pile see-
tions with several lengths of embedment in various con-
crete caps using two-dimensional linear and nonlinear
finite element models. The moments, shears, and axial
loads that would normally exist in the HP pile section
at the concrete cap face were assumed to produce the
stress distributions in the HP pile sections that are pre-
sented in Figure 20. These stress distributions were
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used to determine the nodal forces to apply to the
appropriate nodal points in the finite element models.

Exploratory Finite Element Models

Before constructing the finite element models for
the typical design loading conditions and the para-
metric analyses. four exploratory two-dimensional
linear models of a concrete cap and embedded pile
section were developed. The purpose was to (a) obtain
a general understanding of the fundamental behavior of
the concrete cap and embedded pile section, (b} locate
zones of stress concentration. and (¢) investigate the
degree of detail required to adequately model the con-
crete cap and pile section. The four exploratory models
represented an HP 12X74 pile embedded a depth of
2 ft in a concrete cap with a nominal width of 36 in.
(3D) and a depth of 48 in. (4D). where the symbol D
represents the depth of the pile section. The thickness
normal to the two-dimensional plane was 12.2in., i.c..
the width of the flange of a HP 12X74 pile. Quadri-
lateral noncontforming elements were used to represent
the embedded pile section and the concrete cap. The
aspect ratio for the elements was chosen to ensure that
the resultant aspect ratios were not greater than 5:1
-, and that the majority of the elements had ratios no
¢ greater than 2:1. The finite element meshes for the
four models ranged from coarse to fine in an effort to
determine an optimum mesh. The optimum mesh
would be the coarsest mesh that would yield rea-
X sonable results as compared with the results from the
. finest finite mesh. The four finite element models are
shown in Figures 21. The total number of elements in
each of the four models ranging from coarsest to finest
was 12,48, 350, and 800, respectively. In the two finer
mesh models, the thickness of the flange of the HP
12X74 pile was modeled as a single row of elements.
The boundary conditions at the right and left bound-
aries of the model were restrained in both the vertical
and horizontal directions, simulating a condition of
fixity at these boundaries.

The behavior of both the concrete cap and the steel
HP pile sections were assumed to be governed by linear
elasticity, although it was recognized that the behavior
of concrete is nonlinear. A perfect bond was assumed
to exist between the pile section and the concrete cap,
i.e.. displacements at the interface between the con-
crete cap and the pile were identical in cach material.
- The cross sectional arca of the pile section was trans-
formed to an equivalent concrete thickness using the
ratio of the modulus of elasticity for steel and con-
crete. The nodal forces applied to the nodal points for
the embedded pile represented a constant horizontal

LI -
~

PRI P
AP ISR

shear force of | kip and an applied moment ot 720
in.-kips.

The four two-dimensional finite element models
were analyzed using the ANSYS finite element com-
puter program, Displacement fields for these models
appeared to coincide very closely. suggesting that the
model with the coarsest mesh would be appropriate.
The stress distribution. however, did not substuntiate
the same conclusion. For a nonconforming quadri-
lateral element. the stresses are constant within the
boundaries of the element. Therefore. the more re-
fined the mesh, the more detailed the stress distribu-
tion. When the mesh becomes very fine the distribution
of stresses reflects “peak™ stresses. und when the mesh
becomes coarse the stress distribution reflects “aver-
age™ stresses. Based on a comparison of the stress dis-
tribution for the four models. it was concluded that
the second model (see Figure 21b) was adequate for
the present study.

In addition, a series of analyses was pertormed with
the mesh shown in Figure 21c to gain a basic under-
standing of the effect of embedment depth on the
magnitude of the rotation of the pile section at the
face of the concrete cap. The depths of embedment of
the pile were 0.5D, D, 2D. and 4D or 6 in.. 12in.. 24
in., and 48 in., respectively. The nodal forces applied
to the model represented a horizontal shear force of
1.0 kip and applied moments of 240. 480, and 720
in.-kip. The rotation of the pile section at the face of
the concrete cap is listed in Table 9 as a function of the
applied loads and the depth of embedment. The lateral
displacement curves for the centerline of the HP
12X74 pile under the three loading conditions with
embedment depths of 0.5D, D, 2D, and 4D are pre-
sented in Figure 22.

As the depth of pile embedment is increased for a
given pile section and loading conditions, the angular
rotation at the concrete cap face should gradually de-
crease until full fixity is achieved. This condition will
occur when a limiting value of angular rotation is
reached for which there is no further reduction in
angular rotation associated with additional increases in
the depth of pile embedment. For the rotational results
in Table 9, the largest decrease in angular rotation at
the concrete cap face occurred when the pile embed-
ment depth was increased from 0.5 to 1D and ranged
from 12 to 25 percent depending on the loading con-
dition. When the pile embedment depth was increased
from 1 to 2D, only about a 5 percent decrease in the
angular rotation was observed for all the loading con-
ditions. These results indicate that for cuch of the three
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--:';: loading conditions, the angular rotation has reached HP pile section overlaid each other und had common
::-.::- some limiting value at an embedment depth ol up- nodal points at the comers of the elements. the con-
s proximately 2D or greater. For pile embedment depths crete between the 1lanves ot the pile would detorm
::‘-_.' less than approximately 2D, only partial lixity was the sume manner as the TP pile section. Lanear elastie
(i achieved. properties were alsa assumed for the concrete. The
AN modulus of elasticity and Poisson’s ratio were assumed
) Because concrete cracks at low tensile stress levels tobe 3.0 X 16% Ib,sq in. and 0 15, respectivels.
::-. " and degradation occurs under cyclic loading, it was
‘&, decided that the current models did not represent the 3. Pile and concrete cap intertace  To simulate the
A load transfer mechanism at the interface between the load transfer mechanisms between the external say-
', concrete cap and the pile section. Therefore, an inter- faces of the flanges ot the HP pile section and the con-
face element was incorporated into the model pre- crete cap. as well as with the end of the HP pile section
':-;j:- sented in Figure 21b before proceeding with the and the concrete cap, a two-dimensional interface ¢le-
:;:.i additional investigation discussed below. ment (see Figure 24) was introduced into the model.
Qi This element is designated STIF12 in the ANSYS pro-
i '_:_\:: HP 14X117 Typical Design Loading Analyses gram. It represents two plane surfaces which may main-
After the analyses of the exploratory finite element tain or break physical contact and may slide relative to [
¢ models were completed, the St. Louis District asked each other. The element is capable of supporting com- ‘
= CERL to model an HP 14X117 pile embedded in a pression in the direction normal to the surfaces and -
l concrete cap with 2-ft and 4-ft embedments (nominal shear (Coulomb friction) in the tangential direction. R
» 2D and 4D embedments). These models were to be The basic features and force deflection relationships of P
- subjected to the typical loading from an actual design the interface elements are illustrated in Figure 25. g
-~ condition as presented in Table 2. The knowledge
">, gained from the exploratory analyses, in particular the The force deflection relationships for the intertace
".:: need to incorporate an interface element, was factored elements can be separated into the normal and tangen-
A into the development of the finite element models. tial directions as shown in Figure 25. The element
:-:: Specific details regarding the models are summarized operates bilinearly and requires an iterative solution.
S below: The stiffness matrix is reformulated after cach itera-
{ tion for static convergence.
S 1. Pile—Quadrilateral, nonconforming elements N
N were used to model the web of the pile: plane bar ele- The element status at the beginning of the first
N'_::: ments, STIF1, were used to model the flanges of the iteration was assumed to be closed: the stiffness, k. was
?.-;... pile. The thickness of the finite elements was equi- used for computing both gap and sliding effects. The
et valent to the thickness of web of the pile-0.805 in. element status at the beginning of each succceding
) To simulate the flanges, plane bar elements with an iteration was based on the status at the end of the pre-
o area equal to the area of the flange—11.982 sq in. vious iteration. In the normal direction, if the normal -'
J‘j:») were connected to the vertical nodes on the extreme force (F,,) was negative, the interface remained in con- ..
';:.j right and left sides of the finite elements representing tact and responded as a linear spring. If the normal -
. the web (Figure 23). Linear elastic properties were as- force became positive, contact was broken and no xy
:::-': sumed for the steel. The modulus of elasticity and force was transmitted across the interface. In the tan- '-:j
@ Poisson’s ratio were assumed to be 29.6 X 10° Ib/sq gential direction, if F; < 0 and the absolute value of
e in. and 0.3, respectively. the tangential forces, F,, was less than or equal to the
.-\ interface coefficient of friction (u). times the absolute
::\ 2. Concrete cap—Quadrilateral nonconforming ele- value of f; (ulF,1), the interface did not slide und
NN ments were also used to model the concrete cap. The responded as a linear spring in the tangential direction.
\::'- thickness of the elements outside the region of the pile However, if F; < 0 and F; > ukF,. sliding occurred. .
! was taken as the width of the flange of the HP 14X117 If Fy, > 0 contact was broken and the tangential torce ;!
"‘ pile -a conservative assumption for this analysis. The was reduced to zero. Convergence occurred whenever ':
o width of the flange was 14.885 in. The thickness of the the status of the bilinear elements remained unchanged -
:j}: elements representing the concrete between the flanges from the previous iterations, ::-}
:f_j of the HP pile section was reduced by the thickness of .l
e the web of the HP pile section 0.80S in. In essence, The only material property required tor the inter- o
‘l the elements representing the concrete between the tace element is the coefficient of friction. u. The Pre !
DR flanges and the clements representing the web of the stressed Concrete Institute (PCIY specifies a coctticient .
R .
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Table 9
Angular Rotation of HP 12X74 Pile

Angular Rotation, rad X 10°

Embedment

Length M - 240 i -kip
)] V=1 kip
0.5 1.32
1 1.00
2 0.95
4 0.93
v
HP pile —
Bar

Flange Element

M « 480 in-kip

V = | kip

2.25
1.98
1.89
1.86

N

Quadrilateral
\E lement

\

S—AAA—D  B—AAA—S  —AANZD

M = 720 in-kip

—AVW—8 AV V—8 —ANA—S

V = 1 kip

3.37

2.97

2.83

2.79
Finite element
fepresentation
of the pile

Figure 23. Finite element representation of HP pile.
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of friction of 0.4 for a concrete and steel interface. \?
The American Concrete Institute (ACI) specifies a
coefficient of friction of 0.7 when surfaces of rolled
steel and concrete are interacting.'' The ACI also
specifies a coefficient of friction of 1.4 for concrete
placed monolithically, which is an upper limit for the
coefficient of friction. A coefficient of friction of 0.4
was selected for the initial analyses, because it repre-
sented a lower limit.

4. Boundary conditions The same boundary con-
ditions were used for the HP 14X117 pile model as for
the HP 12X74 pile model.

5. Loading The loading conditions for the HP
14X117 pile section are shown in Table 2. The intro-
duction of the interface element required that the
loads be gradually applied to the model to ensure con-
vergence of the solution. Consequently, the shear, =11
load, and moment for each of the loading conditions
were gradually applied to the model in a series of load
steps so that large corrections in succeeding iterations
would not be required. After each load step the solu-
tion was allowed to iterate until convergence was ob-
tained as represented by the unchanged status of the
bilinear elements from the previous iteration.

In the analysis of the HP 14X117 pile section with
2D and 4D embedments and the subsequent parametric
analysis (discussed below), the effects of various
parameters were analyzed. Table 10 is un index correla-
ting the analysis case number and the specific model
parameters for the analyses summarized in this report.
Table 10 should be used as a reference when reviewing
and comparing some of the figures which follow,

A typical displacement field and stress contour plots
for the HP 14X117 pile under normal operations with
a 0.1 g earthquake condition and an embedment depth
of 2D are presented in Figures 26 through 32. The
displacement field (Figure 26) indicates that although
the maximum displacement was only about 0.004 in.,
the pile section and concrete cap separated at the right
side of the pile section. Consequently, relative displace-
ments occurred between the concrete cap and pile
section along both vertical interfaces, as shown by the
offset boundaries of the finite elements along these
interfaces.

©per Manual on Design of Conncetions for Precast, Pre-
stressed Concrete (Prestressed Concrete Institute, 1973).
"TACI 318-77.
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Stress contour plots for 0. 0. Uy. Omar- Ymin -
and t,,,, are presented in Figures 27 through 32, In
each normal stress contour plot (Figs. 27, 28,30, 31),
maximum tensile and compressive stress levels and
their points of occurrence are indicated with an =X”
and “0,” respectively. In the shear stress contour plots
(Figs. 29, 32), the maximum and minimum stress levels
and their points of occurrence are similarly marked.
The stress contour interval is indicated near the lower
left corner of the plot. A dash line is used to represent
the zero stress contour Line. Figures 27 and 28 indicate
that the maximum g, and 0, stresses were 308 Ih/sq
in. and 371 Ib/sq in., respectively. These stresses
occurred at the concrete cap fuce at the interface be-
tween the concrete cap and pite on its left side. Along
the interface between the concrete cap and the feft side
of the pile. the g, stresses gradually decreased to a
stress level approaching zero near the end of the em-
bedded pile. Alung this same interfuce. the g, stresses
(see Figure 28) decreased much more slowly because
additional load was transterred from the pile section to
the concrete cap through the interface elements.

Figures 30 through 32 indicate that the maximum
and minimum principal stresses occurred at the left
side of the pile section at the concrete cap face and
that the maximum shear force occurred along the left
boundary of the concrete cap. The muaximum tensile
stress was 199 Ib/sq in. and the maximum shear stress
was 254 Ib/sq in. The latter is slightly greater than
3.5\/!7 which is the maximum allowed by the ACI
code for members subjected to shear and flexure
only."* Since it is standard construction practice to
provide concrete steel reinforcement only in the region
above the top of the embeuded pile. consideration
should be given to placement of a nominal percentaye
of concrete steel reinforcement in the region of pile
embedment to increase the structural integrity of the
concrete,

The lateral displacements of the centerline of the
pile sections with 4D and 2D embedment in the con-
crete cap (Case | and Case 2. respectively) are shown
in Figure 33. The displacement curve tfor 2D embed-
ment nearly coincided with the displacement curve for
4D embedment hetween 0 and 2D. In addition. the
displacement curve for 4D embedment experienced a
change in slope at a distance slightly ereater thun 2D
from the concrete cap face. which dicates that the

ACI 318-77.
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Table 10 -
Index Correlating Analysis Case and Model Parameters -:
e
Model Parameters -
Analysis Pile Pile Cap Cap Coefficient x|
Case Embedment Spacing  Thickness Width (in.) of Friction . :
1 ap D 6D 14.9 04 'j:;
2 2D 3D 4D 14.9 04 3
3 2D 3D 4D 14.9 0.3 S
4 2D 3D 4D 14.9 14 e
N 2D 3D 4D 44.7 0.4 b |
6 2D 5D 4D 14.9 0.4 A
7 2D 5D sD 14.9 0.4 N
8 2D 5D 6D 149 0.4 o
9 b 5D 0 14.9 n4 e
N
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F
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E:. MAXIMUM DISPLACEMENT =0.00448"
1 )
F Figure 26. Typical displacement field for HP 14X117 pile.
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pile section has achieved a condition of full fixity. The
maximum lateral displacement at the face of concrete
cap for the pile section with 4D embedment was
slightly greater than the pile section with 2D em-
bedment. Considering the nonlinear aspects of the
concrete pile system, this difference is not considered
significant.

The rotations of the pile section at the face of the
concrete cap, Pmax. for these same conditions of 2D
and 4D embedment were computed to be 3.22 X 1074
rad and 3.29 X 10 rad. respectively. A difference of
about 2 percent between the maximum rotations for
the 2D and 4D embedments was not considered signifi-
cant. Also, the magnitudes of these rotations were
quite similar to those obtained in the analysis of the
exploratory finite element models for the casc of 2D
embedment and a bending moment of 720 in.-kip.

The compression and shear forces developed in the
interface elements in the models are shown in Figures
34 and 35 for the 2D and 4D embedments, respec-
tively, together with the nodal forces simulating the
applied loads. The forces transmitted by the first two
interface elements on the lower left side of the pile sec-
tion were nearly identical for the 2D and 4D embed-
ments. Forces in the other interface elements along the
left side of the pile section tended to degenerate to
zero, thus indicating that contact between the pile sec-
tion and the concrete cap had been broken. This sug-
gests that the pile section attempts to pivot about the
edge of the concrete cap and thereby reduce the forces
acting on the upper portion of the left side of the pile
section: this increases the Torees aucting on the upper
portion of the right side of the pile.

Due to the nonlincar aspecis of the interface cle-
ments and the solution convergence criteria, the forces
acting at the interface clements do not fully satisfy
statics. However. the estimated error was less than 4
percent.

HP 14X117 Parametric Analysis

A parametric analysis of the HP 14X117 pile em-
bedded 2D in a concrete cap was performed to deter-
mine if other parameters would significantly affect the
degree of fixity of the pile section. The loadings ap-
plied to the pile were those associated with normal
operations with 0.1 g earthquake conditions. The basic
parameters for the models were the same as those used
in previous analysis and are summarized in Table 11.
The following parameters were investigated:

e N  a T eI A T YT Uy mTENTR "W "W
- - . Ml .. . RO

1. Coefficient of friction between the concrete cap
and the pile section

[£9]

. Effective width of the concrete cap

W

. Pile spacing
4. Concrete cap thickness.

Different finite element models were developed and
analyzed based in part on the range of parameters pre-
sented in Table 1. Table 10 is an index which correlates
the model parameters with a specific analysis case.

The following is a summary of the results from the
parametric analysis:

1. Coefficient of friction between the concrete cap
and the pile section. A degree of adhesion cxists be-
tween the concrete cap and the pile section. This ad-
hesion occurs at the interface between the concrete cap
and the exterior surface of the flanges of the pile sec-
tion, and at the concrete cap and the end of the pile.
Consequently, three different values for the coefficient
of friction were investigated: 0.4, 0.7, and 1.4. Three
analyses were performed and identified as Case 2 (u=
0.4), Case 3 (u=0.7), and Case 4 (u = 1.4).

The lateral displacement curves for the centerline of
the embedded pile section for the three analysis are
shown in Figure 36. The shapes of the three displace-
ment curves are basically similar. However. as the
cocfficient of friction was increased from 0.4 to 1.4,
the maximum displacement of the centerline of the
pile section at the concrete cap face decreased from
249 X 10 % in. to 1.62 X 1073 in., or about 35 per-
cent. The maximum rotation decreased ifrom 3.22 X
107% rad to 2.23 X 107* rad. or about 30 percent.
These effects were due to the transfer of forces in the
pile section to the concrete cap due to the increase in
the coefficient of friction. Comparison of the interface
element forces in Figures 34 (Case 2). 37 (Case 3). and
38 (Case 4) clearly indicated this to be the load trans.
fer mechanism.

Stresses in the cuncrete cap were also compared at
the sections indicated in Figure 39. As a result of the
nonconforming quadrilateral element used to repre-
sent the concrete cap, the stress obtained from the
analyses was average stress at the center of the element.
The distribution of forces in the horizontal direction
(f) and the vertical direction (f,) were calculuted
using the normal stress, o, : the shear stress. ty o and
the thickness of the concrete cap. 14.9 in. These forces
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Figure 33. Lateral displacement curves for centerline of HP 14X117 pile with 2D and 4D embedments. u = 0.4.
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Figure 34. Interface clement forces for HP 14X117 pile with 2D embedment. u = 0.4,
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45752 25604 41304 thickness of the elements representing the concrete vap
outside the region of the pile was ncreased to 347
435 1843 2603 while the thickness of the clements represennng the

352 2603 concrete between the langes of the pde section was i

9%4
craased (o 439 . The Liter number represents ihe

elfective width o 447 ni. less the thickness ol the web
747 2200 of the pile section. Analyss Case S was performed aind
3886 compared with the results trom Case 2. The lateral
disptacement curves for the centerline of the vinbed-
ded pile section with un effective width of concrete
5340 cap of 14,9 in and 44.7 in. are presented m Fipue 44
The maximum displacement at the centerline ot il
pile section at the concrete cap tace was teduced from
0y 2061 249 X 107 in.to 1.16 X 10 % in.. or uhout 20 per-
: 3403 cent. The maximum rotation at the concrete cap fice
was reduced from 3.22 X 10 * rad. to 176 # 10 7
rad or about 45 percent. with the increase m the eftec
tive width of the concrete cap. The shape of the Cuw
5 displacement curve was difterent in that the slope ot
the curve changed sign ut an embedment depth o
0 {1582 about 1.75D. Likewise the distributed forces shown
LL LY Figures 40 through 43 for Case 2 and Case 5 do not

indicate significant differences.
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Io o 3. Pile spacings. Pile spacings varying between 3D
and 5D were specified in Table 1. Analysis Case 6 was
performed to reflect the specified variation in the pile
spacing parameter and compared with the results trom
0 Case 2.

1972

6449

18414t

The lateral displacement curves for the embedded
pile section with pile spacings of 3D (Case 2) und 5D
(Case 0) are presented in Figure 45, The displucement
curves are essentially identical. When the pile spacing
' was increased. the maximum lateral displacement in-
(20609 29110 778 creased from 249 X 10 % in. t0o 276 X 10 *in._ o

Apphied Loading about 10.5 percent. and the maximum rotation in-
creased from 322 X 10 % rad to 3.31 ¥ 10 % rad. or
about 2.6 percent. Comparison of the distributed force
plots for f, and f, in Figures 40 thiough 43 and
Figures 46 through 49 revealed that there were only
minor differences between the two analvses

-— 2343 10312 2343

Figure 35. Interfuce clement forces for HP 14X117
pile with 4D embedment, u = 0.4.

>
O

.:: were plotted in Figures 40 through 43, In general, the 4. Concrete Cap Thickness. A series of analyses was
pale force distributions are similar to cach other. which performed in which the pile section was embedded 2D
E:-‘; indicates that the concrete cap stresses were not signiti- in the concerete cap and the thickness o1 conerete cover
93 cantly influenced by the cocfficient of friction, at least ahove the pile scction was varied trom 4D 1o "D
:'_-3:‘ for the range of values that were investigated. (represer ted as Case 7. Cuse R, and Case 9). Compun-
o sons of the distributed torces calculated trom the
::. 2. Effective width of the concrete cap. The effec- results of these analyses are presented m Freures 4o
o tive wudth of the concrete cap was increased from through 49, respectively. These plots show that the
:'_ 14.9 in. to 44.7 in.to determine if the effective width thickness of concrete cover above the pile section does
L’_l of the concrete cap significantly affected the behavior not alter the distribution of forces in the region ot the

e of the cap-member system. To model this condition. the depth of embedment tor the pile section
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Table 11
Basic Parameters for HP 14X117
Pile Parametric Analysis

Parameter Value

Member Spacing k1M
Member Embedment 2D
Cap Thickness 4D
Cap Effective Width 14.9in.
Member Configuration HP 14X117

Modulus of Elasticity
Concrete 3.0 x 10° th/sq in.
Steel 29.6 x 10° Ib/sq in.

Poisson Ratio
Concrete 0.15
Steel 0.3

Coetticient of I'riction 04

124
,(\Cose 2
,ﬂ;’/ Case 3

Distance From Cap Face, D

Case 4

Lateral Displacement, 10”%in.

Figure 36. Lateral displacement curves for centerline of HP 14X117 pile with 2D embedment. u = 0.4, 0.7, and 1.4.

50




e !_-En-‘)‘:-‘--":‘.-‘.‘-_ A s At A A A A i

. / ‘l "l

f "&"-r"’."""s[ -
(3 '. ‘. -

Rt gy b e A S R A el S

56691 24651 23124
| 3496 8257 4950
0] -1 ~"| 3388
0~ 1 4950
468L 40‘33
980 1 +— 6017
616 T'
1220 6l
955 0
1391% ) —-l—- 0
ij {2
27170 i : o)
2343 wf— 10312 bt 2343
]
120609 29110 7718

Applied Loading
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Figure 38. Interface element forces for HP 14X117 pile with 2D embedment, u = 1.4.
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Figure 39. Sections in concrete cap used for normal
and shear force distribution comparisons.

5 concLusions

Based on the results from the analytical studies by
UIUC and CERL on the cap-member-soil system and
the cap-member system, a pile embedment length equal
to or greater than twice the pile depth or diameter is
required to develop a condition approximating full
fixity for a pile embedded in the base of the structure.
Moreover, the “rule of thumb’™ commonly used in the
design of HP piles that 1 ft embedment length into the

DTS

concrete structure is considered pinned may be un-
realistic. The computed response of” the cap-member-
soil model for the typical design 5i ations mdicated a
Lt embedment length would devetop 61 1o 83 percent
of the moments ftor a 4 {1 embedment length. There-
fore existing pile foundations desivned using 1 {1 cm-
bedment length into the concrete structure for the
pinned assumption may not really be pinned, but pur-
tially fixed.
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Figure 40. Normal force distribution at Section A-A for cap thickness of 4D.
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Figure 41. Shear force distribution at Section A-A for cap thickness of 4D,
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Figure 42. Normal force distribution at Section B-B for cap thickness of 4D.
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Figure 43. Shear force distribution at Section B-B for cap thickness of 4D.
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Figure 44. Lateral displacement curves for centerline of HP 14X117 pile for effective widths of concrete cap of
14.9in. and 44.7 in.
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